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Introduction  
 
There are two options for operating the DART SVP software:  

 
·  iPod Touch DART application 
·  PC-based web interface 

 
If you have ordered a DART SVP Wireless Kit , follow the instructions to install wireless 
option utilizing the iPod touch.  If your lab does not allow wireless broadcasts or using a 
wireless broadcast device is unfeasible for another reason, use the PC-based Wired 
Method .   
 

Wireless Kit Installation 
 
After unpacking the wireless kit, you will find the following items:  
 

1) Power Cable 
2) iPod Touch 
3) Wireless Dongle 
4) Ethernet Cable 
5) D-Link Quick Installation Guide with CD  

 
 
Take the Ethernet cable and power cable and plug them into the back of the wireless dongle 
as shown in the pictures below:  

1 2 5 

3 4 
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Then attach the dongle to the SVP controller by lining up the four Velcro spots on the dongle 
to the four corresponding Velcro spots on the top of the box:  
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Take the free ends of the power and Ethernet cables and plug them into the inputs marked 
WIFI Power  and Ethernet  respectively.   
 

 
To turn the wireless AP on, simply switch on the DART SVP controller.  After approximately a 
minute of start-up time, the router will be operational.  Turn on the iPod touch by pressing the 
button on the top left.   

 
 
On the top line marked Wi-Fi  check to see that the iPod is connected to the SVP-AP access 
point.  The light-gray text to the right of the Wi-Fi  will list the current network.  If it reads SVP-
XX (With XX being the last two digits of your controller’s serial number), then you have 
completed the wireless set-up and are ready to use your DART SVP iPod Touch.   
 

Touch the Settings icon to 
bring up the system 
operations page 
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If it reads OFF or shows the name of another wireless network, click touch the WiFi  icon to 
bring up the Wi-Fi Networks page.  Make sure the Wi-fi setting is set to ON (found in the top 
row of the page).  If so, select the SVP-AP network under the “Choose a Network...” prompt.  
Once connected, your iPod touch is ready to use and you may now return to the main menu 
by clicking the hard button on the bottom of the iPod.   
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Accessing the DART-SVP Software from a PC 
  

Configuring the Ethernet Connection 
 
   
 

 
 

·  In order for the DART-SVP to communicate with the PC, the IP Address for the 
Ethernet connection must be configured by following these steps: 

 
o To access the “Network Connections”  directory on the PC go to “Start” �  

“Control Panel” �  “Network Connections” . 
 

 

Note: If you choose to control the DART-SVP from a PC, it is suggested for 
simplicity that the DART-SVP controller be connected to the PC that is 
controlling the mass spectrometer. 
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o Once the “Network Connections ” directory has been accessed, locate the 
Ethernet connection  that you wish to dedicate to the DART-SVP connection . 

 

 
 

o “Right Click”  on the desired Ethernet connection icon and select “Properties” . 
o Once the “Local Area Connection Properties”  dialog box opens, scroll down 

to select “Internet Protocol (TCP/IP)”  and click on “Properties”  button. 
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o In the “Internet Protocol (TCP/IP) Properties”  dialog box that opens up 
change the IP address settings to the following: 

�  IP address:                       192.168.10.100 
�  Subnet Mask:                    255.255.255.0 
�  Default Gateway:              192.168.10.111 
�  Preferred DNS server:     192.168.10.111 

 
o The Ethernet port is now configured.  Select “Ok”  to save the IP properties 

configuration and exit out of any windows that were previously opened by 
selecting “Ok” . 
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NOTE:  Once the Ethernet port is configured for communication with the DART-SVP 
controller, it should not be used for any other communications unless the default settings are 
restored.  It’s recommended that the port selected be dedicated for the DART. 

 
 
Connecting to DART-SVP Software via a Web Browser 

 
·  Now that the Ethernet port has been correctly configured, open the web browser 

installed on the PC . 
 

o We suggest using the latest version of Mozilla Firefox  or Windows Internet 
Explorer . 

 
o In either case JavaScript  should be enabled . 

 
·  In the web browser enter the following address: http://192.168.10.111  and hit “Enter” . 

 
·  The DART-SVP “Free Run” page should appear on screen.  The web-based user 

interface for the DART-SVP software has the same functionality as the iPod touch 
based user interface. 

 

 


